Instant Innovative Crushing Solution

L&T Crusher Bucket
L&T CRUSHER BUCKET
L&T CB250
Suitable for 20T class excavator

Features
- Direct drive technology for higher efficiency and low maintenance cost
- Reverse rotation feature for quick removal of stones in case of blockage
- Unique tooth profile and special wear resistant material for better crushing and jaw life
- Jaws design to allow interchangeability and rotation
- Dual sealing system for better protection
- Easily serviceable, rugged construction for ease of maintenance and durability
- Monetary savings in transportation and handling

Applications
- Stone crushing
- Crushing and recycling of RCC concrete
- Mineral crushing in mining sites
- Production of raw material for construction of roads, pavements and embankments
- Re-handling in construction and real estate projects
- Crushing of slag for better re-handling

Technical Specifications

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Unit</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Recommended Excavator</td>
<td>Ton</td>
<td>20T</td>
</tr>
<tr>
<td>Bucket Capacity</td>
<td>CuM</td>
<td>0.7</td>
</tr>
<tr>
<td>Oil Pressure (Max)</td>
<td>Bar</td>
<td>210</td>
</tr>
<tr>
<td>Bucket Weight</td>
<td>Ton</td>
<td>3.1</td>
</tr>
<tr>
<td>Feed Size (Max)</td>
<td>mm</td>
<td>400</td>
</tr>
</tbody>
</table>

Marketed & Serviced by
L&T Construction & Mining Machinery
Larsen & Toubro Limited
Lakshminarayan Complex (1st Floor),
10/1, Palace Road, Bangalore-560 052
Tel: (080) 4040 1700 / 93 Fax: (080) 2225 0309
e-mail: ceb@larsentoubro.com CIN: L99999MH1946PLC004768